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About This Guide
Topics:

• Polycom RealPresence Collaboration Server System Editions

• Audience, Purpose and Required Skills

• Get Help

This guide provides the first time setup information that you need to configure a Polycom RealPresence 
Collaboration Server system. Once you've completed first time setup, see the Polycom RealPresence 
Collaboration Server 1800/2000/4000/Virtual Edition Administrator Guide for additional configuration and 
customization tasks you can perform.

Polycom RealPresence Collaboration Server System 
Editions
The Polycom RealPresence Collaboration Server system is available in an Appliance Edition (for use with 
a Polycom Rack Server) and a Virtual Edition (packaged as software only).

Most of the functionality described in this document applies to both editions, and so the product 
references are general–that is, the Polycom RealPresence Collaboration Server system. However, when 
information applies to a specific edition, the reference will be specific–that is, Polycom RealPresence 
Collaboration Server, Virtual Edition or Polycom RealPresence Collaboration Server, Appliance Edition.

Audience, Purpose and Required Skills
This guide is written for a technical audience.

This guide assumes that you are starting with a Polycom RealPresence Collaboration Server that has 
never been previously configured.

Get Help
For more information about installing, configuring, and administering Polycom products, refer to 
Documents and Downloads at Polycom Support.

Polycom and Partner Resources
In addition to this guide, the available documentation that describes the RealPresence Collaboration 
Server includes:

• Polycom RealPresence Collaboration Server (RMX) 1800/2000/4000/Virtual Edition Release Notes

Provides the information users need to know about the specific release of the system you're 
implementing.

• Polycom RealPresence Collaboration Server (RMX) 1800/2000/4000/Virtual Edition Administrator 
Guide
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Provides more detailed and specialized configuration, operation, and administration information 
users need to know when using the RealPresence Collaboration Server.

• Polycom RealPresence Collaboration Server (RMX) 1800/2000/4000 Hardware Guide

Gives detailed information on system installation, conferencing capacities, and system 
specifications.

• Polycom RealPresence Collaboration Server (RMX) 1800/2000/4000 Installation Quick Start Guide

Provides a quick guide on system cabling and initial settings.

To find all Polycom partner solutions, see Strategic Global Partner Solutions.

The Polycom Community
The Polycom Community gives you access to the latest developer and support information. Participate in 
discussion forums to share ideas and solve problems with your colleagues. To register with the Polycom 
Community, simply create a Polycom online account. When logged in, you can access Polycom support 
personnel and participate in developer and support forums to find the latest information on hardware, 
software, and partner solutions topics.

About This Guide
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Preparing for System Installation
Topics:

• IP Services

• ISDN Services

▪ Hardware Requirements

• Preparing the Installation Site

Complete certain preparation tasks before you install and configure your RealPresence Collaboration 
Server (RMX).

IP Services
The IP addresses and network parameters which enable communication among the RealPresence 
Collaboration Server, its management application and the conferencing devices.

Complete the First-Time Setup Worksheet
The first-time setup wizard helps you set up the initial configuration of your RealPresence Collaboration 
Server (RMX).

Before you begin installation and system setup, fill out the My System Values column of this worksheet.

Item

My 
System 
Values

Factory-Set 
Default Values

Description

Control 
Unit IP 
Address

192.168.1.254 Enables communication between the RealPresence Collaboration 
Server and the RMX Web Client, and is used to manage the MCU.

DHCP is not supported for the Control Unit IP Address.

Shelf 
Managem
ent IP 
Address

192.168.1.252 This is not applicable to RealPresence Collaboration Server 1800.

Signaling 
Host IP 
address

Configures and manages communications between the 
RealPresence Collaboration Server and conferencing devices.

The IP is configured through Fast Configuration Wizard.

This is required for RealPresence Collaboration Server 2000/4000 
systems only.

For RealPresence Collaboration Server 1800, this IP is the same as 
the Media Card IP Address and defined by the Media Card IP 
address.

Polycom, Inc. 5



Item

My 
System 
Values

Factory-Set 
Default Values

Description

Media 
Card 1 IP 
Address

This is mandatory for RealPresence Collaboration Server 1800 
systems.

This is optional for RealPresence Collaboration Server 2000/4000 
systems.

Media 
Card 2 IP 
Address

This is optional to RealPresence Collaboration Server 2000/4000 
systems.

This is not applicable for RealPresence Collaboration Server 1800 
system.

Media 
Card 3 IP 
Address

This is optional to RealPresence Collaboration Server 4000 systems.

This is not applicable for RealPresence Collaboration Server 
1800/2000 systems.

Media 
Card 4 IP 
Address

This is optional to RealPresence Collaboration Server 4000 systems.

This is not applicable for RealPresence Collaboration Server 
1800/2000 systems.

Control 
Unit 
Subnet 
Mask

255.255.255.0

Default 
Router IP 
Address

192.168.1.1

Gatekeep
er IP 
address

This is optional for all RealPresence Collaboration Servers.

DNS IP 
address

This is optional for all RealPresence Collaboration Servers.

SIP 
Server IP 
address

This is optional for all RealPresence Collaboration Servers.

ISDN Services
The ISDN Network Service is used to define the properties of the ISDN switch and the ISDN lines running 
from the ISDN switch to the ISDN card installed in the RealPresence Collaboration Server, which also can 
be initially configured through Fast Configuration Wizard.

Before configuring the ISDN Network Service, obtain the following information from your ISDN Service 
Provider:

Preparing for System Installation
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• Switch Type
• Line Coding and Framing
• Numbering Plan
• Numbering Type
• Dial-in number range

Note: Connection to public ISDN network if the RealPresence Collaboration Server is connected to the 
public ISDN Network, an external CSU or similar equipment is needed.

Hardware Requirements
You must have the hardware installed for RealPresence Collaboration 1800/2000/4000 Server system.

For more information on how to unpack your appliance, connect to cables, and other related information 
for your system, see the following guides at Polycom Support.

Polycom RealPresence Collaboration Server (RMX) 1800 Hardware Guide

Polycom RealPresence Collaboration Server (RMX) 2000 Hardware Guide

Polycom RealPresence Collaboration Server (RMX) 4000 Hardware Guide

Preparing the Installation Site
This section describes the requirements your site must meet for the safe installation and operation of the 
system.

Safety Requirements
For your protection, read these safety instructions completely and adhere to them before operating the 
equipment.

Rack Mount Safety Precautions
Follow the rack mount safety precautions when installing your RealPresence Collaboration Server (RMX).

Installation Precautions
The RealPresence Collaboration Server 2000 can weigh up to 16.5 kg, and the RealPresence 
Collaboration Server 4000 can weigh up to 40 kg when all slots are occupied.Two people are required to 
lift the MCU out of the box and also when installing it in a rack.

Warning: When handling electronic components, standard anti-static precautions must be observed

• Wear a grounding strap
• Handle cards by their edges only and do not touch their components or connector pins
• Keep components in anti-static bags when not installed in the RealPresence 

Collaboration Server.

The following precautions should be followed with regards to installation of the Collaboration Server:

Preparing for System Installation
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• Use a regulating uninterruptable power supply (UPS) to protect the RealPresence Collaboration 
Server from power surges and voltage spikes, to keep your MCU operating in case of a power 
failure.The RealPresence Collaboration Server 4000 requires either two DC or three AC power 
supply cables, each connected to a power supply.

• Place the RealPresence Collaboration Server on a hard, flat surface such as a desktop or mount it 
on 19” rack.

The RealPresence Collaboration Server 4000 can also be mounted on a 23” rack.
• The RealPresence Collaboration Server 4000 has a height of 6U. Ensure this space is available on 

the rack.
• The airflow of the RealPresence Collaboration Server 1800 is from front to back. Be sure that the 

areas in the front and rear side of the system are clear for proper ventilation.

The airflow of the RealPresence Collaboration Server 2000/4000 is from right to left. Be sure that 
the areas in the right and left side of the system are clear for proper ventilation.

Warning: Breaking the seal voids the warranty

The RealPresence Collaboration Server 1800 is a sealed system, breaking the seal and 
opening the chassis voids the warranty.

Preparing for System Installation
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System Installation
Topics:

▪ Virtual Edition Installation

▪ Appliance Edition Installation

• Login to RealPresence Collaboration Server

The Polycom RealPresence Collaboration Server system is available in an Appliance Edition and a 
Virtual Edition. Refer to the following installation instructions based on your edition.

Virtual Edition Installation
Before you install the Polycom RealPresence Collaboration Server system in your environment, review 
the Polycom RealPresence Collaboration Server 1800/2000/4000/Virtual Edition Release Notes and 
ensure that your host machine has the capacity for your planned Virtual Edition deployment. In addition, 
ensure that it meets the host guidelines recommended by Polycom.

Appliance Edition Installation
If you purchased an Appliance Edition, you need to install the server. You can download the software 
from the Polycom support site and create a DVD to install the software on your server.

Before beginning your installation, review the most recent Polycom RealPresence Collaboration Server 
1800/2000/4000/Virtual Edition Release Notes.

First Entry Power-up and Configuration
Before power up the system for the first time, you must configure it to your local network settings using 
the LAN Configuration Utility in the USB Key.

Modify Network Settings in USB Key
The USB Key contains a text file, lan.cfg, which holds the factory default IP address parameters. These 
parameters must be modified to your local network settings using the LAN Configuration Utility in the 
USB Key.

Note: LAN configuration utility

The RealPresence Collaboration Server (RMX) 1800 must use the LAN configuration utility in a 
USB Key to change the IP address.

Procedure

1. To modify the USB Key settings:

1. Take the USB Key from the Installation Accessories kit and insert it into the PC workstation.

In Windows XP:
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• The Polycom Documentation option is automatically selected. Click OK.

In Windows 7:
• Select Open Folder to view files using Windows Explorer.

2. Double-click the index.hta file.

3. In the Language Menu window, click the documentation language hyperlink, for example English.

4. In the Polycom End User Licenses Agreement window, read the agreement and click the Accept 
Agreement button.

5. In the Product Type Selection window, click the RealPresence Collaboration Server type 
hyperlink, for example RMX 2000.

6. Under the Initial Setup Utility, click the LAN Configuration Utility hyperlink.

7. In the LAN Configuration Utility window, modify default IP addresses to IP addresses in your 
local network provided by your network administrator.

• Control Unit IP Address (the Management IP address for the MCU)
• Shelf Management IP Address (only for RMX 2000/4000)
• Subnet Mask
• Default Router IP Address

8. Click OK.

Power-up for the Collaboration Server First Time Using the USB Key
When inserting the USB in the RealPresence Collaboration Server, then powering up the server, the 
modified network configurations in USB will upload to the server.

Procedure

1. To power-up for the Collaboration Server first time using the USB Key:

1. Insert the USB Key containing the modified IP addresses in USB port the RealPresence 
Collaboration Server 1800/2000/4000 back panel.

2. Power the Collaboration Server ON.
• RealPresence Collaboration Server 1800: Press on the ON/OFF button on the front panel, 

the ON/OFF button is light.
• RealPresence Collaboration Server 2000: Switch on the ON/OFF switch on the rear panel, 

the FAN STATUS and PWR STATUS LEDs are light.
• RealPresence Collaboration Server 4000 with AC power supply: Switch on the ON/OFF 

switch on the rear panel, the FAN STATUS and PWR STATUS LEDs are light.
• RealPresence Collaboration Server 4000 with DC power supply: Switch on the ON/OFF 

switch on the rear panel, then turn on each of the DC PEMs, the FAN STATUS and PWR 
STATUS LEDs are light.

When the system is powered on, the configurations in the lan.cfg file are uploaded from the 
USB key to the memory of Collaboration Server and applied during the power-up 
sequence.System power-up sequence may take up to five minutes.

3. Wait for the upload process to complete by observing following LED status.
• Initially, ERR/RDY/ACT LEDs on the RealPresence Collaboration Server (RMX) 2000/4000 

flicker and flash.

System Installation
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• Upload is completed when all the LEDs turn off and only the red ERROR/ERR LEDs on the 
CTNL unit of the RealPresence Collaboration Server 2000/4000 remain ON.

• When the configuration of the Collaboration Server is completed including the Management 
and IP Network Services, and if there are no System Errors, the STATUS LED on the front 
panel of Collaboration Server turns green.

• On the MPMRx card of the RealPresence Collaboration Server (RMX) 2000/4000, initially, 
the ERR/RDY/ACT LEDs all flicker and flash, until only the RDY LED turns ON on the media 
card, while the ERR LED on the CTNL unit is still ON.Do not remove the USB Key from the 
RealPresence Collaboration Server until the connection with the MCU is established and the 
Login screen of the RMX Web Client is displayed. For more details, see Login to 
RealPresence Collaboration Server on page 11.

Login to RealPresence Collaboration Server
You can manage or monitor a Polycom RealPresence Collaboration Server with the RMX Web Client 
application, using Internet Explorer installed on your workstation, or using RMX Manager application.

The RMX Manager is the Windows version of the RMX Web Client. For more information, see Polycom 
RealPresence Collaboration Server 1800/2000/4000 Administrator Guide.

Workstation Requirements for RMX Web Client and RMX Manager
The RMX Web Client and RMX Manager applications can be installed in an environment that meets the 
following requirements:

Minimum Hardware
▪ Intel® Pentium® III, 1 GHz or higher, 1024 MB RAM, 500 MB free disk space.
▪ Network Card–10/100/1000 Mbps.

Workstation Operating System
Microsoft® Windows® XP, Windows® 7, and Windows® 8.

The following table lists the Web Browsers and Operating Systems with which the RMX Web Client was 
tested.

Web Browser Operating System

Internet Explorer 7 Windows Vista™

Windows 7

Internet Explorer 8 Windows 7

Internet Explorer 9 Windows 7 and Windows 8

Internet Explorer 10 Windows 7 and Windows 8

Only RMX Manager can be used with Windows 10, and following preview features are not supported 
through RMX Manager:

▪ View Participant Sent Video (AVC Only)
▪ Preview and add Motion slide to IVR services

System Installation
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Resolution
RMX Web client and RMX Manager are optimized for display at a resolution of 1280x800 pixels and a 
magnification of 100%

Microsoft .Net Framework
▪ RealPresence Collaboration Servers (RMX) 1800/2000/4000-.Net Framework 3.5 SP1 or above is 

required and installed automatically. Internet Explorer must be enabled to allow the running of 
Signed ActiveX

▪ RealPresence Collaboration Servers Virtual Edition-.Net Framework 2.0 SP1 or above is required 
and installed automatically. Internet Explorer must be enabled to allow the running of Signed 
ActiveX. If ActiveX installation is blocked, see ActiveX Bypass in RealPresence Collaboration 
Server 1800/2000/40000/Virtual Edition Administrator Guide.

Windows 7™ Security Settings

Before running the Collaboration Server Web Client or RMX Manager applications in Window 7 operation 
system or in other operation systems, following system factors need to be considered:

• Internet Explorer 10 has been tested on the RealPresence Collaboration Server (RMX) 1800. If for 
any reason it fails to run, right-click the Internet Explorer icon and select Run As Admin.

• In Windows 8, it is recommended to run Internet Explorer as an administrator by holding the shift 
key and right-clicking on the IE icon, and then select Run as Administrator.

• .Net Framework 2.0 is required and installed automatically.
• If ActiveX installation is blocked, see ActiveX Bypass in the Polycom RealPresence Collaboration 

Server 1800/2000/4000 Administrator Guide.
• The RMX Web Client does not support larger Windows text or font sizes. It is recommended to set 

the text size to 100% (default) or normal, otherwise, some dialog boxes may not appear properly. 
To change the text size, click Control Panel > Display.

◦ Windows XP: Click the Appearance tab, select Normal for the Font size and click OK.
◦ Windows 7: click the Smaller - 100% option and click OK.

• When installing the RMX Web Client, Windows Internet Explorer Security Settings > Internet 
Options > Security Settings must be set to Medium or less.

• It is not recommended to run Collaboration Server Web Client and Polycom Resource Manager 
applications simultaneously on the same workstation.

• If Windows 7 is installed on the workstation, protected mode must be disabled before downloading 
the software to the workstation.

Disable Protected Mode for Windows 7
If Windows 7 is installed on the workstation, protected mode must be disabled before downloading the 
software to the workstation.

Procedure

1. In the Internet Options dialog box, click the Security tab.

2. Clear the Enable Protected Mode check box for each of the following tabs:
• Internet
• Local Intranet
• Trusted sites

System Installation
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3. After successful connection to Collaboration Server, the Enable Protected Mode check boxes 
can be selected to enable Protected Mode for the following tabs:

• Internet
• Local Intranet

Login to RealPresence Collaboration Server
If Windows 7™ is installed on the workstation, Protected Mode must be disabled before connecting to the 
MCU running Version 7.0 software. For more information, see Windows 7™ Security Settings on page 12.

Procedure

1. Start the Web Client application on the workstation.

a. In the Web browser's address line, enter the IP address of the MCU as assigned to it by 
the DHCP or as you assigned to it (if a DHCP is not configured in your environment) in the 
format: http://<MCU IP Address>.

For RealPresence Collaboration Server Virtual Edition, you must enter https://<Control Unit 
IP Address>.

b. Click Enter.

System Installation
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The RealPresence Collaboration Server Web Client Login screen is displayed.

Note: Solve the browser environment error
If the error “Browser environment error. Please close all the browser sessions” 
appears, close all the browser sessions, and reconnect to the MCU. If the error 
message appears again, either run the automatic troubleshooter utility or manually 
preform the suggested troubleshooting procedures.

2. In the RealPresence Collaboration Server Web Client Login screen, enter the default Username 
(POLYCOM) and Password (POLYCOM) and click Login.

Set available languages in the Login Screen
By default, the Collaboration Server Web Client interface is displayed only in English. However, the 
system administrator can choose the languages available for selection on the Login screen. These 
languages are represented by flags.

Procedure

1. To set available languages in the Login screen:

1. On the Collaboration Server menu, click Setup > Customized Display > Multilingual Setting.
The Select Language window is displayed as below:

 

 

2. Click the check boxes of the languages, then click OK.

If the selected language is not supported by the browser or the workstation Operating System, the 
Collaboration Server Web Client is displayed in English.

3. Log out and reconnect to the Collaboration Server.

The Login screen will display the flags of the selected languages.

For more information see Multilingual Setting in the related Administrator Guide.

System Installation
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Default System Flags
By default, the following system flags are used to define the system behavior when defining and running 
conferences:

Default System Flag Settings

Field Description / Default

Conference ID Length (MCU) The number of digits of the 
Conference ID to be assigned by the 
MCU.

Range: 2-16 (Default: 5)

Note: Selecting 2 digits limits the 
number of simultaneous ongoing 
conferences to 99.

Minimum Conference ID Length (User) The minimum number of digits that the 
user must enter when manually 
assigning a numeric ID to a 
conference.

Range: 2-16 (Default: 4)

Maximum Conference ID Length 
(User)

The maximum number of digits that 
the user can enter when manually 
assigning a Numeric ID to a 
conference.

Range: 2-16 (Default: 8)

MCU Display Name The MCU name is displayed on the 
endpoint's screen.

Default name: (Blank)

Terminate Conference when 
Chairperson Exits

When Yes is selected (default), the conference ends when the chairperson exits 
even if there are other participants connected.

When No is selected, the conference automatically ends at the predefined end 
time, or when all the participants have disconnected from the conference.

Auto Extend Conferences When Yes is selected (default), allows conferences running on the Collaboration 
Server to be automatically extended as long as there are participants connected 
and there are available resources.

The maximum extension time allowed by the MCU is 30 minutes.

System Installation
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Initial Configuration
Topics:

▪ Installing the RMX Manager Software

▪ Connect to the MCU

▪ Set the RMX Time Settings

▪ Fast Configuration Wizard

Before you log into the RealPresence Collaboration Server, make sure that the first-time setup steps are 
complete.

The Fast Configuration Wizard automatically steps you through a series of ordered configuration. You 
can't use the system until you've completed the steps in the first-time setup.

You can perform specific or additional settings once the initial configuration is complete.

Installing the RMX Manager Software
You can download and install the RMX Manager software from Polycom Support or through the 
RealPresence Collaboration Server system web interface.
Related Links
Download and Install the RMX Manager through Polycom Support on page 16
Download and Install RMX Manager from the System Web Interface on page 17

Download and Install the RMX Manager through Polycom Support
You can download the RMX Manager software from Polycom Support and install it on your local 
computer system.

Polycom recommends using Microsoft Internet Explorer to download the RMX Manager software.

Procedure

1. Go to the Collaboration & Conferencing Platforms page at Polycom Support.

2. Click the link for your RealPresence Collaboration Server (RMX) version’s support page..

3. Select the appropriate software version of the Local Web Client (RMX Manager) in the Current 
Releases tab.

4. Accept the End User License Agreement and the Export Restrictions Agreement.

5. Click Open to launch the .zip file after it downloads.

6. Go to RMX_x-x-x-xxx_LocalWebClient_RMXManager\RmxManagerInstallerMsi and 
launch setup.exe.

7. Follow the directions in the install wizard to complete the software installation.
Related Links
Installing the RMX Manager Software on page 16
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https://support.polycom.com/content/support/north-america/usa/en/support/network/collaboration-conferencing-platforms.html


Download and Install RMX Manager from the System Web Interface
You can download and install the RMX Manager using the system web interface.

You must use Internet Explorer to download the software through the system web interface.

Procedure

1. Open Internet Explorer and go to http://<Collaboration Server IP Address>/
RMXManager.html.

The RMX Manager installation page displays.

2. Click Install.
The installer verifies the application’s requirements on the workstation.
The application launches after your system completes the installation.

Related Links
Installing the RMX Manager Software on page 16

Connect to the MCU
Once you install the MCU on the network, you can connect to the MCU through the RMX Manager 
software.

Connect the RMX Manager to the MCU to set up conferences and make reservations, monitor on-going 
conferences, and perform other activities on several MCUs.

The following are some notes about connecting the RMX Manager to an MCU:
▪ The first MCU connected to the RMX Manager provides the authorization level of users that can 

connect to the other MCUs on the list.
▪ Each user can have a different login name and password for each of the listed MCUs.
▪ Define all users in the user list of each of the listed MCUs.

Procedure

1. Launch the RMX Manager software.

2. Click Add MCU and enter the MCU IP, Port, user name, and password credentials.

3. Select the MCU IP address and click Connect MCU.

4. If you are prompted to re-enter the password credentials, enter the user name and password.

Set the RMX Time Settings
You can configure the RMX time manually or set it up to synchronize with an external NTP server.

While using an NTP Server, make sure to use version 4, which the RealPresence Collaboration Server 
supports. This ensures continuity, accurate scheduling, and accurate reports for all systems.

Note: Following an MCU reset, you might see a delay when synchronizing with the external NTP 
servers.

Initial Configuration
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Procedure

1. Go to Setup and click RMX Time.

2. Configure the following settings:

Field Description

GMT Date The Greenwich, UK date.

Local Time The MCU local time settings calculated from GMT 
Time and GMT Offset.

GMT Time Use the Up/Down arrows to set the GMT Time.

GMT Offset The time zone difference between Greenwich and 
the MCU physical location, in hours and minutes.

Retrieve Client Time Automatically updates the GMT Date, GMT Time, 
and GMT Offset to match that of the workstation.

Use NTP Server When selected, synchronizes the MCU time with 
up to three NTP servers and disables the manual 
GMT Date and GMT Time setting.

Adjust Reservations Time This option adjusts the start time of all reservations.

3. Click OK.

Fast Configuration Wizard
The Fast Configuration Wizard assists you in configuring the initial or default settings for your 
RealPresence Collaboration Server (RMX).

The Fast Configuration Wizard automatically starts if the system doesn’t find a default IP network service. 
The system triggers the wizard in the following situations:

▪ You power up the RealPresence Collaboration Server (RMX) for the first time.
▪ You delete IP Network Service and restart the RealPresence Collaboration Server (RMX).
▪ You select Restore Factory Default and restart the RealPresence Collaboration Server (RMX).

Some things to note about configuring your RealPresence Collaboration Server (RMX) using the Fast 
Configuration Wizard:

▪ The system enables the IP Management Service tab in the Fast Configuration Wizard only if you 
didn’t modify the factory default management IP addresses.

▪ IPv4 is the default protocol for setting the network service in the Fast Configuration Wizard. If your 
deployment requires IPv6, you can modify the settings after you complete the initial configuration.

▪ To set the RealPresence Collaboration Server (RMX) to Secured Communication, first complete the 
Fast Configuration Wizard and reset the system. You can then open the RMX Manager, install the 
Certificate, and enable Secured Communication Mode.
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Configure the Default IP Network Service
Configure the RealPresence Collaboration Server (RMX) network settings to create the default IP network 
service.

You must install media cards in the RealPresence Collaboration Server (RMX) to create and configure 
the IP network service using the Fast Configuration Wizard.

The Fast Configuration Wizard configures the default IP network service with common parameters. You 
can configure specific or additional settings (for example, ICE or Secured Mode) once you complete the 
initial configuration. For more information on the IP network services, see the Polycom RealPresence 
Collaboration Server (RMX) 1800/2000/4000/Virtual Edition Administrator Guide.

Note: RealPresence Collaboration Server (RMX) supports the following protocols:
▪ TLS 1.0
▪ SSL 2.0
▪ SSL 3.0

Procedure

1. In the IP Signaling dialog box, enter the required IP information.
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Field Description

Network Service Name The name for the default IP network service.

The default is IP Network Service.

Note: This field displays in all IP signalling dialog 
boxes and can contain character sets that use 
Unicode encoding.

Signaling Host IP Address ▪ The address IP endpoints use when dialing in 
to the MCU.

▪ The RealPresence Collaboration Server (RMX) 
initiates dial-out calls from this address.

▪ A gatekeeper or SIP proxy server uses this 
address to register the RealPresence 
Collaboration Server (RMX).

Note: The system disables this field in 
RealPresence Collaboration Server (RMX) 1800 
because it uses only the Media Card 1 IP Address 
for both the signaling host and media card.

Media Card 1-4 IP Addresses The IP address of the media cards (MPMx/MPMRx 
1 and MPMx/MPMRx 2-4, if installed) provided by 
your network administrator. Endpoints connect to 
conferences and transmit call media (video, voice, 
and content) via these addresses.

Note: RealPresence Collaboration Server (RMX) 
1800 uses only the Media Card 1 IP Address for 
both the signaling host and media card.

Subnet Mask The subnet mask of the MCU.

The default value is 255.255.255.0.

2. Click Next.

3. In the Routers dialog box, enter the Default Router IP Address.
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Field Description

Default Router IP Address The IP address of the default router.

Note: Make sure to define the IP address of the 
router and IP addresses of the RealPresence 
Collaboration Server (RMX) in the defined network 
subnet.

4. Click Next.

5. In the DNS dialog box, enter the required DNS information.
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Field Description

MCU Host Name The name of the MCU on the network. The default 
name is Polycom MCU.

DNS ▪ Select Specify to enter the IP addresses of the 
DNS servers.

▪ Select Off if your network doesn’t use DNS 
servers.

Register Host Names Automatically to DNS Server Select this option to automatically register the MCU 
Signaling Host and Shelf Management with the 
DNS server.

Local Domain Name The name of the domain where the MCU is 
installed.

Primary DNS Server IP Address The static IP address of the primary DNS server.

6. Click Next.

7. In the Network Type dialog box, select one of the following IP Network Types:
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▪ H.323
▪ SIP
▪ H.323 & SIP

The RealPresence Collaboration Server (RMX) supports SVC-based conferencing, which is based 
on the SIP protocol. If your organization requires SVC-based conferencing, select SIP as your IP 
Network Type.

 

 

8. Click Next.
If you selected SIP only in step 7, you don’t need to configure gatekeeper settings. Instead, go to 
step 11.

9. In the Gatekeeper dialog box, enter the required gatekeeper information.
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Field Description

Gatekeeper ▪ Select Specify to enable gatekeeper IP 
address configuration.

▪ If you select Off, the system disables all 
gatekeeper options.

Primary Gatekeeper

Field Description

IP Address or Name The gatekeeper’s host name (if you use a DNS 
Server) or IP address.

MCU Prefix in Gatekeeper The string the MCU uses to register itself with the 
gatekeeper.

▪ The gatekeeper uses this string to identify the 
MCU when forwarding calls to it.

▪ H.323 endpoints use this number as the first 
part of their dial-in string when dialing the MCU.
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Aliases

Field Description

Alias The alias that identifies the RealPresence 
Collaboration Server signaling host within the 
network. You can define up to five aliases for each 
RealPresence Collaboration Server.

Note: When you specify a gatekeeper, you must 
enter at least one alias in the table. You can also 
enter additional aliases or prefixes.

Type The format the system uses to send the card’s 
alias to the gatekeeper. Each alias can be of a 
different type:

▪ H.323 ID (alphanumeric ID)

▪ E.164 (digits 0-9, * and #)

▪ Email ID (email address format, for example, 
abc@example.com)

▪ Participant number (digits 0-9, * and #)

Note: Although RealPresence Collaboration Server 
supports all types of aliases, the type of alias you 
must use depends on the gatekeeper’s capabilities.

10. Click Next.
If you selected H.323 only in step 7, you don’t need to configure SIP server settings. Instead, go to 
Configure Security Settings.

11. In the SIP Server dialog box, enter the required SIP server information.
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Field Description

SIP Server ▪ Select Specify to configure SIP servers.

▪ Select Off if your network doesn’t use SIP 
servers.

Server IP Address or Name The IP address of the preferred SIP server or its 
host name (if your network uses DNS servers).

Server Domain Name The name of the SIP domain.
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Field Description

Transport Type The transport type and protocol to use for signaling 
between the MCU and the SIP server or the 
endpoints according to the protocol supported by 
the SIP server:

▪ UDP – Select this option to use UDP for 
signaling.

▪ TCP – Select this option to use TCP for 
signaling.

▪ TLS – The Signaling Host listens on secured 
port 5061 only, and the system establishes all 
outgoing connections on secured connections. 
The system rejects calls from SIP clients or 
servers to nonsecured ports.

12. Click Next.
You must configure the Security settings before the system creates the default IP network service. Go to 
Configure Security Settings.

Configure Security Settings
Configure the RealPresence Collaboration Server (RMX) security authentication information.

Before you configure security settings, you must first define the credentials used to authenticate the MCU.
▪ Define credentials in the SIP proxy to configure SIP authentication information. Each field can 

contain up to 20 ASCII characters.
▪ Define credentials in the gatekeeper to configure H.323 authentication information. Each field can 

contain up to 64 ASCII characters.

Configuring the security settings in the Security dialog box is the last step in creating the default IP 
network service. You can configure SIP authentication, H.323 authentication, or both.
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Fast Configuration Wizard Security dialog box

Procedure

1. Configure the SIP Authentication information.

a. Select the SIP authentication check box to enable authentication on the SIP proxy.
Leave this check box clear if you disabled the authentication option on the SIP proxy.

b. Enter the SIP proxy User Name and Password credentials used to authenticate the MCU.

2. Configure the H.323 Authentication information.

a. Select the H.323 authentication check box to enable authentication on the gatekeeper.
Leave this check box clear if you disabled the authentication option on the gatekeeper.

b. Enter the gatekeeper User Name and Password credentials used to authenticate the 
MCU.

3. Click Save & Continue.
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The system creates the IP Network Service.

4. Click OK.
If there is no RTM ISDN card in the RealPresence Collaboration Server (RMX) or if you don’t want 
to define an ISDN/PSTN network service, go to Set the RMX Time.

Configure the ISDN/PSTN Network Service
You can configure the RealPresence Collaboration Server (RMX) ISDN/PSTN network service if your 
deployment supports it.

During the initial RealPresence Collaboration Server (RMX) setup, you must install an RTM ISDN card or 
module for RealPresence Collaboration Server (RMX) 1800 for the system to activate the ISDN/PSTN tab 
in the Fast Configuration Wizard.

If you don’t install an RTM ISDN or embedded module for RealPresence Collaboration Server (RMX) 
1800, you must instead define a new ISDN/PSTN network service by configuring ISDN/PSTN Network 
Service > New ISDN/PSTN Service in the RMX Web Client.

If you can’t or don’t want to define an ISDN/PSTN network service through the Fast Configuration Wizard, 
skip this section and go to Set the RMX Time.

Procedure

1. In the ISDN/PSTN dialog box, enter the ISDN/PSTN service information.
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Field Description

Network Service Name The service provider’s (carrier) name or any other 
name you choose, using up to 20 characters. The 
Network Service Name identifies the ISDN/PSTN 
Service to the system. The default name is ISDN/
PSTN Service.

Note: This field displays in all ISDN/PSTN network 
properties tabs and can contain character sets that 
use Unicode encoding.
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Field Description

Span Type The type of span (ISDN/PSTN) lines, supplied by 
your service provider, that connect to the 
RealPresence Collaboration Server (RMX). You 
can define each span as a separate network 
service, or you can define all the spans from the 
same carrier as part of the same network service.

▪ T1 (U.S.–23 B channels + 1 D channel)

▪ E1 (Europe–30 B channels + 1 D channel)

The default is T1.

Note: You can only define one Span Type (E1 or 
T1) on the RealPresence Collaboration Server 
(RMX). For example, if you define the first span as 
type E1, all other spans that you may later define 
must also be type E1.

Service Type The MCU supports only the PRI service type.

2. Click Next.

3. In the PRI Settings dialog box, configure the PRI settings.
 

Initial Configuration

Polycom, Inc. 32



 

Field Description

Default Num Type The Num Type defines how the system handles the 
dialing digits. For example, if you type eight dialing 
digits, the Num Type defines whether this number 
is national or international.

If the PRI lines connect to the RealPresence 
Collaboration Server (RMX) via a network switch, 
the system uses the Num Type to route the call to 
a specific PRI line. If you want the network to 
interpret the dialing digits for routing the call, select 
Unknown.

The default is Unknown.

Note: For E1 spans, the system sets this 
parameter.
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Field Description

Num Plan The type of signaling (Number Plan) according to 
information provided by the service provider.

The default is ISDN.

Note: For E1 spans, the system sets this 
parameter.

Net Specific The appropriate service program if your service 
provider (carrier) uses one. Some service providers 
may have several service programs that you can 
use.

The default is None.

Dial-out Prefix The prefix that the PBX requires to dial out. You 
can leave this field empty (blank) or enter a 
numeric value 0–9999. Leave this field blank if 
your system doesn’t require a dial-out prefix.

The default is blank.

4. Click Next.

5. In the Span Definition dialog box, define the span information.
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Field Description

Framing The Framing format used by the carrier for the 
network interface.

▪ For T1 spans, the default is SFSF

▪ For E1 spans, the default is FEBE

Note: For T1 configurations in Taiwan, you must 
set Framing to ESF.

Side The side options.

▪ User side (default)

▪ Network side

▪ Symmetric side

Note: If you configure the PBX on the network side, 
then you must configure the RealPresence 
Collaboration Server (RMX) unit as the user side 
and vice versa, or you must configure both 
symmetrically.

Line Coding The PRI line coding method.

▪ For T1 spans, the default is B8ZS

▪ For E1 spans, the default is HDB3

Note: For T1 configurations in Taiwan, you must 
set Line Coding to B8ZS.

Switch Type The brand and revision level of switch equipment 
installed in the service provider’s central office.

▪ For T1 spans, the default is AT&T 4ESS

▪ For E1 spans, the default is EURO ISDN

6. Click Next.

7. In the Phones dialog box, configure the phone number information.
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a. Click Add to define dial-in number ranges.
 

 
The Add Phone Number dialog box opens.

b. Enter the phone number range information. A range must include at least two dial-in 
numbers but not exceed 1000 numbers.

▪ First Phone Number – The first number in the phone number range.
▪ Last Phone Number – The last number in the phone number range.
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c. Click OK.
The system adds the new range to the Dial-in Phone Numbers table.

d. (Optional) Define additional dial-in ranges as needed.

e. In the Phones dialog box, enter the MCU CLI (Calling Line Identification).
With dial-in connections, the MCU CLI indicates the number of the MCU dialed by the 
participant. With dial-out connections, the MCU CLI indicates the number as seen by the 
participant.

8. Click Save & Continue.

Important: Once you click Save & Continue, you can’t click Back to return to 
previous configuration dialog boxes.

 

 
The system creates the ISDN/PSTN Network Service and adds it to the ISDN/PSTN Network 
Services list.

9. Click OK.
The Spans dialog box opens.

10. In the Spans dialog box, attach spans to the network service in the Spans Table (all fields but 
Attached are read-only).
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Note: When using the Fast Configuration Wizard, you are defining the first ISDN/PSTN network 
service in the system. You can attach spans only to this service in the Fast Configuration 
Wizard.

After you finish the Fast Configuration Wizard, you can define additional ISDN/PSTN 
network services in ISDN/PSTN Network Service > New ISDN/PSTN Service in the RMX 
Web Client. Once you do so, you can attach spans to or move spans between ISDN 
network services in the ISDN/PSTN Network Services > ISDN Properties > Spans tab in 
the RMX Web Client.

Field Description

ID The connector on the RTM ISDN card (PRI1 to 
PRI12).

Slot The MPMx/MPMRx card that the RTM ISDN or 
RTM ISDN 1500 card connects to.

▪ RealPresence Collaboration Server (RMX) 
2000: MPM 1/MPM2

▪ RealPresence Collaboration Server (RMX) 
4000: MPM1/MPM2/MPM3/MPM4

Service The ISDN/PSTN network service to which the span 
is assigned.

Clock Source Indicates if ISDN signaling synchronization is 
supplied by the primary or secondary clock source. 
The first span to synchronize becomes the primary 
clock source.

State The system alert level of the span (Major or 
Minor). If there are no span-related alerts, this 
column contains no entries.

Attached The check boxes to attach spans (E1 or T1 PRI 
lines) to the network service named in the Network 
Service Name field.

▪ RealPresence Collaboration Server (RMX) 
2000/4000: Each ISDN RTM card can support 
either seven E1 or nine T1 PRI lines.

▪ RealPresence Collaboration Server (RMX) 
1800: Supports either four E1 or four T1 PRI 
lines.

▪ You can’t use E1 and T1 connections 
simultaneously.

The Spans Table displays the configuration of all spans and all ISDN network services in the 
system.

11. Click Next.
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Set the RMX Time
Set the RealPresence Collaboration Server (RMX) time.

If you didn’t configure an ISDN/PSTN network service using the Fast Configuration Wizard, click RMX 
Time in the left sidebar.

You can configure the RMX time using one of three options: set the time manually, retrieve the client 
time, or configure an NTP server.

Procedure

1. In the RMX Time dialog box, configure the MCU time settings.
 

 

Field Description

GMT Date The date in Greenwich, UK.

Local Time The MCU’s local time settings, calculated from the 
GMT Time and the GMT Offset.

GMT Time Displays the MCU’s current GMT Time settings.
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Field Description

GMT Offset The time zone difference between Greenwich and 
the MCU’s physical location.

Retrieve Client Time Updates the MCU’s time to match the workstation.

Use NTP Server Updates the MCU’s time by synchronizing with 
external NTP servers via REST API.

▪ When you select this option, the system 
disables the manual GMT Date and GMT Time 
setting options. The GMT Offset fields remain 
active.

▪ The Status fields in Setup > RMX Time in the 
RMX Manager indicate whether time retrieval 
from the NTP server(s) succeeded or failed.

2. Option 1: Manually set the RealPresence Collaboration Server (RMX) time.

a. Use the up or down arrows to manually change the GMT Time and the GMT Offset 
values.

3. Option 2: Automatically set the MCU time.

a. Click Retrieve Client Time to automatically update the MCU's GMT Date, GMT Time, and 
GMT Offset values to match the workstation’s settings.

4. Option 3: Set the MCU time by synchronizing with external NTP servers via REST API.

a. Select this check box to synchronize the time with up to three external NTP servers. Once 
you select this option, you must enter the IP address of at least one external NTP server to 
implement this mode.

b. Enter the IP addresses of the required NTP servers in order of precedence.

5. Click Next.

Configure System Settings
Configure the RealPresence Collaboration Server (RMX) system settings to complete the Fast 
Configuration Wizard.

Procedure

1. In the Administrator User dialog box, update the administrator account with a New User Name 
and New Password.
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2. Click Next.

3. In the System Flags dialog box, configure the default conference information.
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Field Description

Conference ID Length (MCU) The number of digits in the Conference ID 
assigned by the MCU.

Range: 2–16 (the default is 5).

Note: Selecting two digits limits the number of 
simultaneous ongoing conferences to 99.

Minimum Conference ID Length (User) The minimum number of digits that the user must 
enter when manually assigning a numeric ID to a 
conference.

Range: 2–16 (the default is 4).

Note: Selecting two digits limits the number of 
simultaneous ongoing conferences to 99.
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Field Description

Maximum Conference ID Length (User) The maximum number of digits that the user can 
enter when manually assigning a numeric ID to a 
conference.

Range: 2–16 (the default is 8).

Note: Selecting two digits limits the number of 
simultaneous ongoing conferences to 99.

MCU Display Name The MCU name that displays on the endpoint 
screen.

The default is RealPresence Collaboration 
Server (RMX) [model number].

Terminate Conference when Chairperson Exits ▪ Yes (default) – The conference ends when the 
chairperson exits, even if there are other 
participants connected.

▪ No – The conference automatically ends at the 
predefined end time or when all the participants 
disconnect from the conference.

Auto Extend Conferences ▪ Yes (default) – The system allows conferences 
running on the RealPresence Collaboration 
Server (RMX) to automatically extend as long 
as participants are still connected and there are 
available resources.

▪ No – The system doesn’t allow conferences 
running on the RealPresence Collaboration 
Server (RMX) to automatically extend.

The maximum extension time allowed by the MCU 
is 30 minutes.

Note: You can modify these flags later in Setup > System Configuration > System 
Configuration in the RMX Manager. For more information, see the Polycom 
RealPresence Collaboration Server (RMX) 1800/2000/4000/Virtual Edition Administrator 
Guide.

4. Click Save & Close.
The system confirms successful configuration.

5. In the Success Message dialog box, click OK.

Once you successfully configure the RealPresence Collaboration Server (RMX) with the Fast 
Configuration Wizard, you must reset the system.

Reset the System
After you finish configuring the RealPresence Collaboration Server (RMX) settings using the Fast 
Configuration Wizard, you must reset the system for the changes to take effect.

You must receive a successful configuration message before resetting your system.
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Procedure

1. In the Reset Confirmation dialog box, click Yes.
 

 

2. In the Please wait for system reset message box, click OK.
System restart may take up to five minutes.

3. Refresh the browser periodically until the login screen displays.

4. When the login screen displays, enter your Username and Password and click Login. If you’re 
powering up the system for the first time or if you’re restoring the system to factory defaults, enter 
the default user name and password: POLYCOM\POLYCOM.

Note: For system security reasons, you can’t fully configure the system until you delete the 
default user (POLYCOM).

In the RMX Web Client main screen, an MCU State indicator displays a Progress Indicator 
showing the time remaining until the system start-up completes.

Once the system successfully restarts, system configuration is complete. If there are no system 
errors, the green READY/RDY LED turns ON and the ERROR/ERR LED is OFF.

Change IP Network Server from IPv4 to IPv6
You can update your network addressing protocol after you complete the system configuration in the Fast 
Configuration Wizard.

Complete the Fast Configuration Wizard using the IPv4 addressing protocol.

IPv4 is the default protocol for setting the network service in the Fast Configuration Wizard. If your 
deployment requires IPv6, you can modify the settings in the RMX Manager after you complete the initial 
configuration. For more information on IP network services, see the Polycom RealPresence Collaboration 
Server (RMX) 1800/2000/4000/Virtual Edition Administrator Guide.

Procedure

1. In the RMX Manager, go to RMX Management > IP Network Services.

2. Right-click Management Network and select Properties.

3. In the IP Version drop-down menu, select one of the following options:
▪ IPv6
▪ IPv4 & IPv6

4. Enter the IP information in the Control Unit IP Address > IPv6 field.

5. Click OK.
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System Licenses
Topics:

▪ License Your System with RealPresence Resource Manager

• License Your System with RealPresence Platform Director

• Licensing Your System with an Activation Key

▪ RealPresence Clariti License Enforcement

Once you have configured the initial settings, you must license your Polycom RealPresence Collaboration 
Server system. This process depends on the type of license you have for your product.

• If you are a Polycom RealPresence Clariti™ customer, you must use the Polycom RealPresence 
Resource Manager system, version 10.0 or later, to license your product.

• If you are not a RealPresence Clariti customer, you must use a license file and activation key code 
to license your product.

License Your System with RealPresence Resource 
Manager
The RealPresence Resource Manager system must communicate with your Polycom RealPresence 
Collaboration Server system. The RealPresence Resource Manager system licenses and monitors your 
system, so after you install the Polycom RealPresence Collaboration Server system, you must add the 
instance to the RealPresence Resource Manager system to establish communication.

For instructions on how to add a system instance in the RealPresence Resource Manager system, see 
the Polycom RealPresence Resource Manager System Operations Guide.

License Your System with RealPresence Platform 
Director
If your deployment includes a RealPresence Resource Manager system version 10.0 or later, you cannot 
use the RealPresence Platform Director system to license your product. If you have not deployed a 
RealPresence Resource Manager system version 10.0 or later, the RealPresence Platform Director 
system version 3.0 or later is available for download from Documents and Downloads at Polycom 
Support.

The RealPresence Platform Director system must be able to communicate with your Polycom 
RealPresence Collaboration Server system to license and monitor it.

• If you used the RealPresence Platform Director system to deploy your Polycom RealPresence 
Collaboration Server system, communication is established automatically.

• If you didn’t use the RealPresence Platform Director system to install your Polycom RealPresence 
Collaboration Server system, you must add an instance of your system to the RealPresence 
Platform Director.

For instructions on how to add a system instance in the RealPresence Platform Director system, see the 
Polycom RealPresence Platform Director System Administrator Guide.
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Licensing Your System with an Activation Key
Before you can use RealPresence Collaboration Server (RMX), you must register the product, register the 
various software licenses, and obtain an activation key.

Note: Although RealPresence Collaboration Server (RMX) 1800 is available as part of RealPresence 
Clariti, it still follows the same licensing procedures described in this section.

Obtain the Activation Key
During first-time power-up, you must enter an activation key that you get from Polycom Support.

Procedure

1. Access the Service & Support page of the Polycom website at http://support.polycom.com.

2. Log in with your email address and password, or register as a new user.

3. Select Product Registration.

4. Follow the onscreen instructions for product registration and product activation.

The MCU serial number on the product sticker on the back of the unit. For more information, refer 
to the RealPresence Collaboration Server Software License document you received with your 
shipment.

Register all Polycom Software Licenses that you purchased when obtaining the activation key. For 
example, ISDN, encryption, and multiple networks each have different Polycom software licenses.

From Version 8.1 onwards, the system requires a license for SVC conferencing.

5. When the site displays the product activation key, write it down or copy it so you can paste into the 
Activation Key field of the Product Activation dialog box.

RealPresence Clariti License Enforcement
When licensed as part of RealPresence Clariti, RealPresence Collaboration Server 8.8 works only with 
RealPresence DMA systems 10.0 and later.

RealPresence Collaboration Server 8.8 blocks incoming and outgoing SIP/H.323 calls not routed through 
the RealPresence DMA system 10.0.
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