








Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 Compact System Placement and Electrical Plan

Note that the dashed lines show the minimum room size.
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SCALE: 1/4" = 1"-0"
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Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 System Front Wall Electrical Plan

FOR LOCATION OF DEVICES - SEE SHEETS 5 and 6

156"
[4724mm]

<

3-0" 30" D
[914mm] [914mm]
CIR-1
_ 4 A
5, E 2-4 <— B
g E [711mm]
"8, CIR-2 20"
6101
\‘V V—V I_'rnm]w V—V
s H —
T B ji“ AW | opmona
—_— —_— FLOOR BOX

[127mm]

|
[508mm] |
A
|
( ‘ o
|
I
L |
—_ \—\—/ —
|
|
810 1/2" .
[2703mm] |

SEE NOTE 4, SHEET 1

(

| PLACEMENT

/

v

[~ }— LIGHT SWITCH

TYP

— THERMOSTAT

“ESSENTIAL
SINGLE POWER
OUTLET FOR ROOM
CLEANING AND
MAINTENANCE”

N\

? CENTER LINE OF OTX 100 SCALE: 1/4"

17-8 34"

L 40"

#

aig

BEHIND VIDEO WALL OTX 100
SUPPLIED AND INSTALLED BY CUSTOMER / CONTRACTOR
PRIOR TO SUITE INSTALLATION. SEE SHEET 5and 6.

A. (1) DIRECT IN DIAL ANALOG LINE SUPPLIED BY GUSTOMER
TELCO (POTS)
B. SEE SHEETS 36 (NALA) AND 37 (EMEA AND APAC)
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Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

ITEM

OTX 100 System Optional EMEA and APAC Power Configurations
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Refer to the previous page for optional EMEA and APAC power configurations and data options.

Refer to page 35 for the optional floor box location.

Page 37 of 43



Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 Complete Experience Kit Lighting and Ceiling Microphone Array Placement Plan
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¢ CENTER LINE OF OTX 100 SCALE: 1/4" = 1'-0"
MID POINT OF GRID
NOTES: )
1. THE CUSTOMER/CONTRACTOR IS RESPONSIBLE FOR THE CEILING THIS IS THE OTHER END FOR LIGHT FIXTURE SUPPORT
MICROPHONE.

2. THE CONDUIT AND WALL BOX MUST BE INSTALLED PRIORTO THE OTX 100
SUITE INSTALLATION.

3. THE MICROPHONE WALL PLATE AND PLENUM RATED CABLE MUST BE
SUPPLIED AND INSTALLED BY POLYCOM. REFER TO THE SETTING UP THE
POLYCOM HDX CEILING MICROPHONE ARRAY DOCUMENT AND THE
OTX 100 INSTALLATION GUIDE.

4. RECOMMENDED CEILING HEIGHT: 8-8"; MINIMUM: 8-0"; MAXIMUM: 14"-0"

5. 14" CEILING WILL REQUIRE OPTIONAL MICROPHONE CABLE (PART NUMBER
2457-26765-072 FORWHITE).

6. FOR OPTIONAL LIGHTING, SEE SHEET X FOR MOUNTING LOCATION.

OPTIONAL FIXTURES SHOWN: WEIGHT 10 LBS. [4.54kG]
FLUORESCENT, LAMP 4100K

B

J CQUTLET BACK BOX FOR LIGHT FIXTURE

CEILING (3) MICROPHONES ARRAY LOCATE 7' - ' MAX.
ABOVE FLOOR, CENTERED ON TABLE, ORIENT DOT ON MIC
TO FACE THE VIDED WALL.

@ OUTLET BACK BOX FOR MIKE CABLE
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Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 Complete Experience Kit Lighting Gripple Plan
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SCALE: 1/4" = 10"
MID POINT OF GRID——=—>~
.Gllowllehil - | \ 1/4-20 Fas!
@J-Im Mounted with Power Feed ' " @ 20 Fastener
{ L 4" octagoral junction il T - Cedling
bax and screws = .[[ 1 e 1/4-20 rod, 1/2" bdow
(supplied by others) e e ceiling (by others)
5\ || » )5 dia_canopy,
Bracket Wi | whiteflitan, 1/16 thick
R _! ~, = Cable coupler
wer Cos .
Aircraft cable | A
Aircraft cable
5" dia. canopy,
whitaflitan, 1/16" thic
- Eushing
| ™ Canopy retainer
\ \e Power feed cord
bt (3 or 5 wiras)
Cable connector
NOTES:
1. CUSTOMER/CONTRACTORTO VERIFY CEILING GRID, HVAC SUPPLIES AND
RETURNS, FIRE SPRINKLER HEAD LOCATIONS, ETC. SO THEY DO NOT J 15 SUPPORT POINTS FOR LIGHT FIXTURES.
INTERFERE WITH LIGHTING OR MICROPHONE LOCATIONS.
2. KEEP LIGHT FIXTURES OM CENTER LINE WITH EACH OTHER. N
TOLERANCE BETWEEN LIGHT FIXTURES CAN BE + OF - 3" {76.2 MM, S 55 SUPFORT POINTS FOR LIGHT FIXTURES.

3. CACHLIGHT FIXTURLE HAS 2 POINTS FOR HANGING.
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Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 System Interior Finishes

START CARPET TILE FROM
CENTER LINE
OF OTX 100

i
INSTALL WITH THE GROOVES
RUNNING FRONT TO BACK OF

ROOM
————
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OTX 100 RECOMMENDED ROOM FINISHES:
1. CARPET: INSTALL INTERFACE FLOR - TECTONICS STYLE # 141370250H COLOR #100060 50x50cm CARPET SQUARES
AND/OR EQUIVALENT, INCLUDING COVERING ANY EXISTING FLOOR BOXES. CARPET SQUARES SHOULD BE INSTALLED IN AN
ALIGNED "BRICK" PATTERN.

2. PAINT OPTION 1:PAINT FRONT AND REAR WALLS BEHR ULTRA PURE WHITE INTERIOR SATIN ENAMEL 7050

AND SIDE WALLS WITH BEHR PEWTER MUG 770E-3.
NOT PLANNING ON THE OTX COMPLETE EXPERIENCE KIT, THEN RECOMMENDED OPTION; PAINT THE REAR WALL

BENJAMIN MOORE NOVEMEER SKIES EGGSHELL FINISH 2128-50

¢ CENTER LINE OF OTX 100 SCALE: 316" = 107

3. ACOUSTICAL CEILING TILE 2X2 [600mmX600mm].
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Preparing Your Room for the Polycom Open Telepresence Experience (OTX) 100 System Installation

OTX 100 System Side View
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1. Optional Fixtures "B" Shown: Suspended Light Fixture Secured to Deck
above, with Lamp 4100K

2. Ceiling Microphone

3. EagleEye Il Cameras

4. Visual HD Video Monitor

5. Table Top

6. Pop-up Content Monitor

7. Video Wall

8. Optional Complete Experience Kit (Rear Wall Panel System Shown)

9. Optional Chair Shown

10. Door Qutline
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