Poly Trio C60

This setup sheet covers the Poly Trio C60, Trio C60 ND, and Trio C60 NR.
See the Poly Trio C Series Regulatory Notices guide for all regulatory and safety guidance prior to configuration.
Avant de procéder à la configuration, veuillez consulter les Avis de réglementation du Poly Trio C60, afin de prendre connaissance des recommandations en matière de sécurité et de réglementation.

Minimum Setup

1. LAN | Power
   76 m (25 ft)

2. LAN
   1.8 m - 3.5 m (6 ft - 11.5 ft)

   USB Type-A - Micro-B
   1.22 m (4 ft)

Optional

Mic
2.1 m (7 ft)

PoE | PoE+

1725-49141-003A
Optional Setup

Hereby, Plantronics BV declares that the radio equipment type model Trio C60 is in compliance with Directive 2014/53/EU. The full text of the EU declaration of conformity is available at the following internet address: https://www.polycom.com/voicedocumentation

Poly Trio C60 system Radio Operating Frequency:
- 1880 – 1900MHz <250mW peak
- 2400 – 2483.5MHz <20dBm EIRP
- 5180 – 5710MHz < 20dBm EIRP

PoE output is compliant with IEEE 802.3at PSE standard and rated maximum output power of 15.4W

Note: The Mini HDMI port is disabled by default.

© 2021 Plantronics, Inc. All rights reserved. Poly, the propeller design, and the Poly logo are trademarks of Plantronics, Inc. All other trademarks are the property of their respective owners.